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-l ABSOLUTE MAXIMUM RATINGS (T, =25°C)

Paramaler Symbal Value Unit
Supply Vollage Li¥ s 18 v
Supply Voltage (Surge) ty = 0.2s Voos 40 v
Ouwtput Current (Peak) lopEAk 45 )
Power Dissipation Po 15 W
Oparating Temparatune Tap -2t0 +75 'C
Storage Temperature Taig -850 +150 | °C

RECOMMENDED OPERATING CONDITIONS

Parameter Symibol Value Uniy
Supply Voitage Voo 8.0 to 16.0 W
Oparating Temparaturs Top —20 10 +75 *C

ELECTRICAL CHARACTERISTICS [Ty = 25°C, Vo = 13.2V, A = 400 | = 1kHz)
Valus
Paramatar Symbol Condition Unit
Min | Typ | Max
Supply Current (Without Input Signal) g Vi =0V, AL = oo = &0 200 | ma
Voltage Gain Ay Pg=1TW 825 | 55 575 db
Dutput Power Pon | THD = 10% ] 12 - [
Oulpul Power Paz AL = 80, THD = 10% = 8 - W
Total Harmanic Distorion THD Pg = 1W — 02 1.0 e
Outpul Molse Vollage "im Ay = 100, BW = 20Hz 1o 20kHz — 10 20 my
Input Resistance Ry 20 30 — bl
Culpul Offsat Vollage Yoo Wiy =0V - — +X30 | mV
PACKAGE DIMEMNSIONS imillimetars) PIN ASSIGNMENT
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APPLICATION INFORMATION
Example of Standard Application

C1oa
220uFI6.3V

O Ve

. J:IT:,.

* We recommend ouf high frequency ALDX capacilor a8 this 0.15.F capaciter. Il Palyathlen Teraphihalate Film
Capacitor is used, |t is recommended to connect 10 resistor in serias.
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