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BA 121

Sllizlum—kapazititn-ﬂinde
Silicon capacitance diode

Anwendungen: Machstimmschaltungen in VHF- und UHF-TV-Tunem

Applications: AFC in VHF ang UHF-TV funers

Abmessungen in mm
Dimensions in mm

KATHODE 28 wb S8
CATHODE
I Mormgehause
I | Case
oo T 51A 2 DIN 41880
JEDEC DO 7
Gewicht - Weight
max. 0,2 g
Absolute Grenzdaten
Absolute maximum ratings
Periodische Spitzensperrspannung UnRM 30 v
Repetitive peak reverse vollage
Sperrspannung g ao W
Reverse voltage
Sperschichttemperatur f 150 G
Junction femperature
Lagerungstemperaturberaich 'stg -55..+150 "
Storage temperalure range
Wirmewiderstand Min. Typ. Max.
Thermal resistance
Sperrschicht-Umgebung
Junction ambiant
{= &mm, 1 = konstant LT 420 *C/wW

constant

Datasheet Rev. 1.3 — 12/18 — data without warranty / liability



Telefunken Varicap Diode BA121 Datasheet

BA 121

KenngriBen Min. Typ. Max.
Characteristics

=25 *C, falls nicht anders angegeben
unless otherwise specified

DurchlaBspannung
Forward voltage
fg= 60 mA Ug 0,85 09 v

Sperrstrom
Revaersa curramnt
Ug = 10V I a 25 nd
= 10V, y = 120"C I 10 pA
i R

Diodenkapazitat
Diode capacitance
Ug =2V, /= 30MHz Cp a8 10 12 pF

Serienwiderstand
Serias resistance
Ug = 2V, f= 100MHz g 09 2 ]

Gite
Quality
R = 2V, f = 30MHz 0 500

Serienindulktivitht Lg 5 nH
Series inductance
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